®

CHEMTREX
WMB SERIES Melt Blown Cartridges

Chemtrex® cartridges are manufactured with leading edge manufacturing technology for optimal
performances and efﬁciencies. Gradient depth ﬁltration is achieved with our technically advanced
design. The higher density inner “zone” forms a rigid support structure, eliminating a center core for
improved ﬂow characteristics. (Center cores are available for high temp or high psid)
Chemtrex® cartridges function as a true depth ﬁlter, removing larger particles or binding type solids
within the outer zone, then capturing ﬁner particulates in the second and third inner zones. The
gradient density extends ﬁlter life to maximize dirt holding capacity with minimal change-outs.
Chemtrex® melt blown ﬁlter cartridges are made of pure ﬁrst generation polypropylene resin
meeting FDA regulation 21CFR177.1520. No binders, lubricants or antistatic agents are used in our
manufacturing process. Chemtrex® melt blown polypropylene ﬁlters are manufactured, tested and
certiﬁed under NSF/ANSI 61 standards. The inert polypropylene resin provides exceptional chemical
compatibility to handle a wide range of process ﬂuids.
Chemtrex® cartridges are designed for knife-edge seal housings to provide a positive seal without the
use of end caps or gaskets (EPDM or Viton® gaskets are available) Chemtrex® cartridges are fully
interchangeable with most standard pleated, string wound and other melt blown cartridges.
Chemtrex® cartridges are designed to provide high ﬂow rates with minimum pressure drop. Flow rates
of up to 5 gpm (19 LPM) per 10” length are recommended and should not exceed 10 gpm (38 LPM)
per 10” length for optimal efﬁciency. The maximum operating temperature is 175 °F (80 °C).
Triple gradient depth ﬁltration is achieved with our latest technology ﬁber production. This design
allows us to create three distinct ﬁlter zones. Larger particles are trapped and ﬁltered out in the
outer zone and the smaller particles are trapped in the inner zones. The tighter matrix of the inner
zone also provides exceptional strength and functions as a self-supporting core, eliminating the need
for a separate center core. Triple gradient design allows for optimum dirt holding capacity and minimal
change-outs.
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Product Speciﬁcations
TECHNICAL FEATURES

BENEFITS

• Constructed of the highest purity polypropylene
meeting FDA 21CFR177.1520 and NSF61:

Protects your process and ﬁnished product from
harmful contaminants

• Absolute efﬁciency ratings include 90% or 99.98%:

Eliminates the “Nominal Filtration Variable”

• All components are manufactured in-house to
ensure accuracy, consistency and purity:

Avoids mishaps in media efﬁciency ratings and/
or contamination incurred during transit

• Melt-blown cartridge structure incorporates 3
“zones”
with gradient densities:

Provides depth and “stepped down”
ﬁltration for maximized ﬁlter life, even in low or
submicron requirements

• All components (i.e. end caps) in the support
structure are thermally bonded without the use of
glues or potting materials:

Maintains uncompromised chemical
resistance and purity

• Higher density inner zone meets low micron
processes:

Offers free-ﬂowing characteristics for
complete media usage

Building a Part Number
ADDITIONAL
OPTIONS
FILTRATION
TYPE

MEDIA

WMB

F

WMB

F = Polypropylene
FN = Nylon

ELEMENT
GRADE

MICRON

X

1

= Standard
X = High
Efﬁciency
A = Absolute

1
3
5
10
20
25
30
50
75
100

CARTRIDGE CARTRIDGE
DIAMETER
LENGHT

R
R = 2.5”
Standard
W = 4.5” *
C = Custom

09
09 = 9.75
10 = 10
19 = 19.5
20 = 20
29 = 29.5
30 = 30
39 = 39
40 = 40
50 = 50

HEAVY DUTY
CORE

END CAP

GASKET/
O-RING

2

B

(OPTIONAL)

P

P = Poly
H = Core
N = No Core

2 = 222/Fin
3 = 222/Spring
4 = 222/Flat
5 = 226/Flat
6 = 226/Fin
7 = 226/Spring
8 = SOE/Spring
9 = Flat Gasket
A = Custom

B = Buna
V = Viton®
T = Teﬂon®
S = Silicone
N = Neoprene
D = EPDM
(No selection
required for
DOE)

* 4.5” diameter, only DOE is available

• Chemtrex® ﬁlters are available in <1 to 100> nominal or absolute micron ratings and will ﬁt standard
ﬁlter housings.
• Standard ﬁlter lengths include 9-7/8”, 10”, 20”, 30”, 40” and 50” are available.
• Specialized lengths, diameters, micron ratings and private labeling are also available.
• Please contact our Sales Department for further information.
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